
MMX
4 load cells scale platform
NO VERIF
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h=110 mm;     h Max.: 130 mm; h mín.: 100 mm 

h

FEATURES:                                
• Platform with 4 load cells. 
• It can’t be used in legal metrology. INTERNAL USE.
• It can be installed on ground.
• Diamond plate 5 mm thick.
• Steel framework and top diamond pan.
• Black enamel.
• Nickel-plated cells, IP66.
• Junction box in ABS, IP66 protection.
• Adjustable feet in height.
• 5 output metres of cable included.

Code # Capacity 
(kg)

Readout 
(g)

Dimensions 
(mm)                                                                                    

Packing 
dimensions (mm)                                                                                           

261031 300 100 800x800 830x830x80 45
261032 600 200 800x800 830x830x80 45
261033 600 200 1000x1000 1030x1030x85 65
260863 1500 500 1000x1000 1030x1030x85 65
260709 1500 500 1200x1000 1250x1050x100 90
260648 3000 1000 1200x1000 1250x1050x100 90
260649 1500 500 1200x1200 1250x1250x100 95
260650 3000 1000 1200x1200 1250x1250x100 95
260402 1500 500 1500x1200 1550x1250x100 120
260710 3000 1000 1500x1200 1550x1250x100 120
260711 1500 500 1500x1500 1550x1550x100 140
260712 3000 1000 1500x1500 1550x1550x100 140
260713 1500 500 2000x1500 2050x1550x100 200
260714 3000 1000 2000x1500 2050x1550x100 200

270165 Anchorage pan
910047 Acces ramp 1.200mm
910048 Acces ramp 1.500mm
910134 Stainless painted column 

Acces ramp Anchorage pan Steel painted column
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Packing weight 
(kg)

Accessories
Code # Accessories description


